INJECTION PORT, 2" NPT HALF COUPLING WITH
PLUG. LOCATE 10 STRAIGHT DUCT DIAMETERS
FROM UPSTREAM FACE OF HEPA FILTER

HOUSING. ALLOW 2 STRAIGHT DUCT DIAMETERS

AR FLOW

UPSTREAM OF INJECTION PORT.

(2> PREFILTER
(2D FIRE SCREENS —\

(2> CHEMICAL ADSORBERS

/

:@ HEPA FILTERS

KEYED NOTES

(3D TEST SECTION MANIFOLD (SHIPPED LOOSE) TO BE INSTALLED BY CONTRACTOR.
(2D FOR FILTER PRESSURE DROP GAUGES, SEE DETAIL
[SEE ST6705]

(2D HEPA FILTERS

CONCRETE PAD

TEST
| | SECTION

TEST TEST
| || secrion | | [ secTion ||

H
H
H
H

TEST TEST
|| secion | | I secTion

[IF REQUIRED]

FILTER TRAIN ASSEMBLY [SECURE TO
CONCRETE PAD WITH CONCRETE
ANCHORS. DRILL TO MATCH HOLES IN
BASE.]

FILTER TRAIN DETAIL ¢ mon x 2 woey /N

SCALE: NONE

NOTES:
1. SEE SHEETS 4 & 5 FOR DESIGN NOTES.

—/

BOLTED CONNECTION, DRILL TO MATCH
TRANSITION FLANGE. GASKET FURNISHED
WITH FILTER TRAIN. (TYPICAL)

4=

FACILITY ENGINEERING MANUAL

FILTER TRAIN

BAG-0UT HOUSING
TWO STAGE HEPA FILTER
WITH CHEMICAL ABSORBERS
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